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 SPECIFICATIONS
	DIMENSION(+-/5%)
	TAG-PPS-15mm
	Frequency
	LF:125KHZ   HF:13.56Mhz UHF:860-920MHZ

	Shell material
	PPS
	Install method
	Paste

	Colour
	Black
	Operational lifetime
	100,000 data write cycles with a retention period of 10 years

	Product weight
	0.65
	Storage condition
	-30℃ ~ +85℃

	Protection level
	IP67
	Temperature
	120°C for 60 seconds / Normal reading at room temperature


	Steel wire size
	Diameter: 15mm, Thickness: 2.6mm


	Work Mode
	Passive operating mode



	Reading range
	Low frequency: 3cm High frequency: 1cm


	Package
	PP bag/Carton (Secure Packaging)



	Compliance
	Read-only/14443A/15693 Protocol


	Processable Techniques

 
	Ink Screen Printing, Laser Engraving

	Supported Chip


	TK4100, RF08, NXP: NTAG213, MF1-S50, ICODE SLIx, UHF series chips, etc.



	Applications
	Product Features:
Waterproof, moisture-proof, shock-resistant, high-temperature resistant, non-toxic, crack-resistant, durable, and easy to embed into other products.

Application Fields:
Anti-counterfeiting identification, logistics tracking, biometric identification, industrial automation, location patrolling, laundries, automotive engine maintenance identification, chemical raw material and electrical identification, underground pipelines, and other fields requiring high-temperature resistance, wear resistance, and corrosion resistance in harsh environments.


